
This complete track consists of a 25.20 m gymnastics track with FIG marking of the zones using hook-and-
loop strips, a 10.50 m run-up track and a 30 cm thick landing area offering optimum absorption for the final 
acrobatic movements of tumblers and gymnasts.

The flexibility of the fibreglass system provides users with dynamism and controlled rebound, allowing 
repeated performance of acrobatic exercises while limiting the risk of injuries and strains.

The overall design and materials used also ensure optimum soundproofing of the track, making it pleasant 
and quiet to use.

Comfort is provided by a 38 mm roll-up track (with a 5 mm needle-punched carpet flamed onto single-
density PE foam) and a second 25 mm roll-up track (with a 5 mm needle-punched carpet on dual-density 
PE foam). The tracks are reinforced to prevent perforations and guarantee a longer product life.

Finally, the metal links ensure a stable connection between each element while also minimising assembly/
disassembly times during events.

With this tumbling track, you can achieve your training goals safely and efficiently.

TUMBLING TRACK 
Ref.  6294
Ideal for all gymnastic acrobatics performances, this tumbling track offers an 
environment conducive to learning, improving and competing.
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ADVANTAGES

PERFORMANCE

VERSATILITY

The materials used in the manufacture of this track 
absorb the impact of jumps, whether simple or complex. 
Rebound is distributed evenly and the energy from the 
impact is immediately returned to the gymnasts to bring 
them optimum performance.

This new tumbling track allows gymnasts to choose the 
comfort of the mat they wish to practise on: soft or hard, 
simply by turning the track over, thus increasing the range 
of elements that can be worked on.

COMPOSITION & TECHNICAL SPECIFICATIONS

SAFETY
The density of the foams is designed to distribute the loads as evenly as possible to 
reduce the risk of injuries or strains.
GYMNOVA has also opted for a higher frame height (now 24.8 cm) to ensure extra 
safety for top-level gymnasts and avoid contact with the floor during strong impacts.

Run-up Gymnastics track
Over-mat
(optional)

Landing zone
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DIMENSIONS
•	 Width: 200 cm
•	 Height: 30 cm
•	 Length: 25.20 m
•	 Frame height 24.8 cm

Track laid on 7 wooden panels. The panels are held together by hook-and-loop strips. Surrounding 

finishing skirt. Link with track through dedicated flap. Size: 1050 x 100 x 27.5 cm (L x W x Th.)

Size. : 1050 x 100 x 30 cm (L x W x Th.)

Run-up track - Ref. 6297

Gymnastics track - Ref. 6198

FRAME
The frame consists of 21 single steel elements 
(120 x 200 x 24.8 cm), with additional welded 
reinforcement on the legs for maximum safety.

The fibreglass tube system is fitted with 
polyamide pressure-distribution plates and the 
pads are made from non-slip polyurethane. 
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GYMNASTICS TRACK
The track consists of polyethylene foam and a needle-punched carpet. It can easily 
be reversed, with one soft side with a thickness of 38 mm, and one hard side with a 
thickness of 25 mm.

Fibreglass tube system with 
polyamide pressure-distribution 
plates

Hard track

Soft track

Polyethylene 
foam

Needle-punched 
carpet

Metal connection plate 



SIDES
•	 The finishes consist of PVC flaps fitted with hook-

and-loop strips for easy attachment to the track.

Consisting of 4 dual-density mats for more stable and 

comfortable landings, specially designed to reduce 

landings on the mat joints. Areas connected and marked 

using hook-and-loop strips Cover made from phthalate-free 

1000 denier PVC with class M2 fire rating. Link with track 

through dedicated strap and flap.

Size: 600 x 300 x 30 cm (L x W x Th.)

Landing zone - Ref. 6299

Over-mat (optional) - Ref. 6295

Provides extra comfort during landings. Cover made from phthalate-

free 1000 denier PVC with class M2 fire rating. Attached to the landing 

area by hook-and-loop strips. Non-slip base. Not supplied with Ref. 6294.

Size: 400 x 200 x 10 cm (L x W x Th.)
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